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AMERICAN NATIONAL STANDARDS 
By approving this American National Standard, the ANSI Board of Standards Review confirms that the requirements for 
due process, consensus, balance and openness have been met by B11 Standards, Inc., (the ANSI-accredited standards 
developing organization).  American National Standards are developed through a consensus process.  Consensus is 
established when substantial agreement has been reached by directly and materially affected interests.  Substantial 
agreement means much more than a simple majority, but not necessarily unanimity.  Consensus requires that all views 
and objections be considered, and that a concerted effort be made toward resolution.  This process brings together 
volunteers and/or seeks out the views of persons who have an interest in the topic covered by this publication.  While B11 
Standards, Inc., administers the process and establishes procedures to promote fairness in the development of consensus, 
it does not write the document and it does not independently test, evaluate or verify the accuracy or completeness of any 
information or the soundness of any judgments contained in its standards or guidelines. 

American National Standards are promulgated through ANSI for voluntary use; their existence does not in any respect 
preclude anyone, whether they have approved the standards or not, from manufacturing, marketing, purchasing, or using 
products, processes, or procedures not conforming to the standards.  However, users, distributors, regulatory bodies, 
certification agencies and others concerned may apply American National Standards as mandatory requirements in 
commerce and industry. 

Neither B11 Standards, Inc. nor any of the organizations or individuals that assisted in authoring, developing, 
editing or distributing this standard (B11 Standards, Inc. and such organizations and individuals collectively 
referred to as the “Contributing Parties”) makes any warranty, either expressed or implied, as to the fitness of 
merchantability or accuracy of the information contained within this standard.  The Contributing Parties disclaim 
and make no warranty that the information in this document will fulfill any of your particular purposes or needs.  
The Contributing Parties disclaim liability for any personal injury, property or other damages of any nature 
whatsoever, whether special, indirect, consequential or compensatory, directly or indirectly resulting from the 
publication, use of, application or reliance on this document.  The Contributing Parties do not undertake to 
guarantee the performance of any individual manufacturer or seller’s products or services by virtue of this 
standard or guide, nor does it take any position with respect to the validity of any patent rights asserted in 
connection with the items which are mentioned in or are the subject of this document.  The Contributing Parties 
disclaim liability for the infringement of any patent resulting from the use of or reliance on this document.  Users 
of this document are expressly advised that determination of the validity of any such patent rights, and the risk 
of infringement of such rights, is entirely their own responsibility. 

In publishing or making this document available, the Contributing Parties are not undertaking to render 
professional or other services for or on behalf of any person or entity, nor are the Contributing Parties undertaking 
to perform any duty owed by any person or entity to someone else.  Anyone using this document should rely on 
his or her own independent judgment, or as appropriate, seek the advice of a competent professional in 
determining the exercise of reasonable care in any given circumstances.  In addition to conforming to the 
requirements of this standard, the responsible personnel need to also make an independent determination as to 
whether a machine, activity or condition complies with the applicable legal requirements in the relevant 
jurisdiction(s).  

B11 Standards, Inc., has no power, nor does it undertake to police or enforce conformance to the requirements of this 
document. B11 Standards, Inc., does not certify, test or inspect products, designs, or installations for safety or health 
purposes.  Any certification or other statement of conformance to any health or safety-related information in this document 
shall not be attributable to B11 Standards, Inc., and is solely the responsibility of the certifier or maker of the statement.  
The American National Standards institute does not develop standards and will in no circumstances give an interpretation 
of an American National Standard.  Moreover, no person shall have the right or authority to issue an interpretation of an 
American National Standard in the name of the American National Standards Institute.  Requests for interpretations should 
be addressed to the Secretariat (B11 Standards, Inc.,). 

NOTICE: This American National Standard may be revised or withdrawn at any time.  The procedures of the American 
National Standards Institute require that action be taken periodically to reaffirm, revise, or withdraw this standard.  You 
may contact the Secretariat for current status information on this, or other B11 standards.  
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Foreword (This Foreword is not.pan af American Nati011111 Standard B115-1988.)

Recognizing the uniqu� of ironworkecs and the need for a safety standard for them, 
Accredited Standards Committee B11 on Safety Standards for Machine Tools established 
Subcommittee B115 in 1972, to develop the safety requirements for this equipmenL The first 
standard was approved by ANSI on September 18, 1975, and reaffirmed on December 1, 1981. 
For the most part, this standard represents a minor revision of the original document by 
incorporating changes that update the standard with cmrent references to other American 
National Standards and their illustrations, and the latest ANSI Style Manual. 
Producing a workable safety standard treating the construction, safeguarding, care, and use of 
ironworkers is complicated by the wide variety and sizes of ironworkers manufactured and in 
use, and by the infinite combinations of methods and operations used to produce parts. 
Safeguarding the multiple work stations for the limitless variety of workpiece cross sections is 
further complicated by the need to preserve the flexibility and universal application of iron
workers-
Recognizing the difficulty in defining specific guarding requirements for all applications of 
ironworkers without dettacting from their productivity and flexi"bility, the committee ap
proached its primary objective of eliminating injmies to personnel associated with ironworkers 
from four directions: 

(1) Eliminating by design cerlain recogni7.ed construction ha7.3I'ds and establishing standard
approaches to design so that the machines available from competitive manufacturers will have 
similar operational and conarol characteristics. 

(2) Safeguarding the point of opeI3lion to protect personnel should they inadvertently
expose themselves to ha7.3rds at the point of operation. 

(3) Eliminating by design, procedure, and process the necessity of having the operator place
bis hands or fingers within the point of operation at any time the particular work station bas not 
been made inoperative, thus minimizing bis exposure to point-of-operation hazards. 

(4) Establishing guidelines for general training and specific jo�related instructions for
eliminating unsafe practices and procedures. 
To implement these requirements, responsibilities have been assigned to the manufacturer, 
the reconstructor, the modifier, the employer, the employee, and the owner. 
To assist all persons concerned in complying with the requirements of this standard, all 
explanatory information has been placed in the right column, adjacent to the requirements to 
which it applies. 
Recognizing the difficulty of updating equipment immediately after the approval date of the 
ANSI B 115-1975 standard, a three-year period was suggested before the applicable construc
tion requirements of this standard become effective for former installations. All grace periods 
have long since expired. 
Suggestions for improvement of this standard will be welcome. They should be sent to the 
National Machine Tools Builders' Association, 7901 Westparlc Drive, McLean, Virginia 
22102-4269, Attention: Safety DepartmenL 
This slalldard was processed and approved for submittal to ANSI by the Accredited Slalldards 
Committee on Safety Standards for Machine Tools, B 11. Committee approval of the standard 
does not necessarily imply that all committee members voted for its approval. At the time it 
approved this standard, the B 11 Committee had the following members: 

J. W. Hart, Chairman 
William Atkinson, Jr, Secretary 

Organuation Represellled Nome of Represenllltive 

Aerospace Industries Association af America, Inc Genld W. Lancour 
Alliance af American Insurers ______________ Joseph W. Hart 
American Boiler Manufactui:ers Association William AXllnan 

Fnok:Pemn 
American Institute of Sreel Consuuction ___ , _________ Jolm Couley 
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American National Standard 

for Machine Tools -

lronworkers -
Safety Requirements for 
Construction, Care, and Use 

STANDARD REQUIREMENTS 

1. Scope, Purpose, and Application

1.1 Scope. 
1 J .1 General. The requirements of this standard 

apply to those combination, multipurpose powered 
machines that punch, shear, notch, cope, and form 
metals or other materials, commouly referred to as 
ironworkers. 

lJ.2 Specific Types oflronworkers Included. The 
requirements of this standard also apply to those 
single- or multipurpose powered machines similar in 
construction to, and identical in the use of, an 
ironworker or portions thereof, such as, but not 
limited to, the following: 

(1) Single-end punches
(2) Double-end punches
(3) Structural shearing machines
(4) Notchingmachines
(5) Coping machines
(6) A combination of (1) through (5)
1.1.3 Speciju: Types of lronworkers Excluded. The

requirements of this standard shall apply to all 
ironworkers or combinations as dermed in 1.1.2, but 
excluding the following: 

(1) Alligator shears
(2) Bar shears
(3) Billet shears
(4) Manually powered machines
(5) Nibblers
(6) Portable hand tools
(7) Portable machines
(8) Power press brakes
(9) Power presses
(10) Power shears

EXPLANATORY INFORMATION 
(Not part of American National Standard for Machine 
Tools-Jronworkers--Safety Requirements for Con
struction, Care, and Use, ANSI B 11.5-1988) 

El .12 Specific Types of Jronworkers Included. Be
cause of the numerous special names used in different 
segments of the industry for machines perfonning the 
same function as ironworkers, it is not feasible to list 
all such machines by specific names. However, this 
standard is intended to include machines generally 
referred. to as beam punches, detail punches, spacing 
punches, etc, as long as they are similar in construc
tion to, and identical in the use of, an ironworker or 
portions thereof. 

El .1.3 Specific Types of Ironworkers Excluded 

(7) Portable machines. See Ponable (3.38).
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